
LAKEA
LED Post Light
Up to 140lm/W | 40W/ 75W/100W
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CARATTERISTICHE

APPLICAZIONI
STRADE PEDONALI
PARCHI

RESIDENZIALE 
PARCHEGGI - AREEPUBBLICHE
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Adatto a Passerella, Parco, Residence, Giardino. 

Varietà di installazione: Orizzontale, Verticale e Laterale, 

per soddisfare le esigenze delle diverse applicazioni.

Indice di resa cromatica elevato, senza sfarfallio. 

Ottica: Tipo I-S, Tipo II-M, Tipo III-S, Tipo III-M, Tipo V-

M, Tipo VI-M .

Solo vetro temperato a 110 gradi.

IP65, IK08, per adattarsi alle condizioni esterne. 

Adatto per palo luminoso da 60 mm o 40 mm in caso 

di installazione orizzontale o laterale.
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Drawing

DATI PRODOTTO 

Informazioni generali

Curve fotometriche

Tiandian 3030

140lm/W, 130lm/W

4000K/5000K/5700K

>70

50000H@L70B50 25℃

CE Listed Chinese Driver 

/

≥ 0.9

/

5 Years

CE, ROHS

LED Type

Light Efficacy

CCT

CRI

LED Lifespan

Power Supply

Type of Driver

Driver efficiency

Protection class IEC 

Warrany

Certificate

Die casting ADC12

Powder coated

(PC)Polycarbonate

Tempered glass

Gray

Horizontal, Side

Structure Material

Finish Material

Lens Material

Glass Material

Fixture Color

Mouting Option

Meccanica e struttura

Temperatura di esercizio

100-277VAC

50/60Hz

-

≥0.9

≤10%

Input voltage

Input Frequency

Inrush current

Power Factor

THD

Dati elettrici

Operating Temperature -30℃ to +50℃

Gradi di protezione
Ingress protection code

Mech. impact protection code

Surge protection 

IP65

IK08

4KV 
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Type I-S Type II-M

Type III-S Type III-M

Type IV-M

110deg

Type V-M
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PARAMETRI PRODOTTO

METODI DI INSTALLAZIONE

PACKAGE

ERP REQUIREMENT
Instant Full Light Dimmable

SDCM
<5

Starting Time
<0.5s

Switching Cycles
15,000h

Life Time
50,000h

L70/B50
>50,000hrs

Lumen
>96%

40W

75W

100W

2.8kg

3.7kg

3.7kg

1 pcs per inner box,

4 inner box per 

outer carton

14kg

17.8kg

17.8kg

L385*W320*H64

L545*W380*H64

L545*W380*H64

L500*W85*H370

L560*W85*H430

L560*W85*H430

Item.
Luminaire 
Net Weight

Packing
Info

Dimmension
(Inner box)

(mm)

L515*W355*H385

L575*W355*H445

L575*W355*H445

Dimmension
(Outer carton)

(mm)

GW
(Outer carton)

Dimmension
(Product)

(mm)

Spectrophotometer Start Up Test Switching Cycles Integrating Sphere 6000h Life Time Test
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Model 
Number

Input 
voltage

CRI
Power 

Consumption
(±10%)

Light 
Efficiency

Beam 
Angle

LED Tpye
Drvier
Tpye

Correlated
Color

Temperaure

Luminous Flux (lm) (±10%）
@4000K

4000K
5000K
5700K

140lm/W
(±3lm/W)

45W

75W

100W

100-277VAC 70FK-STL75-XXXX-XPS

FK-STL100-XXXX-XPS

FK-STL40-XXXX-XPS

10,500lm

14,000lm

6,300lm

110deg Tiandian 3030 CE Listed 
Chinese Driver

4000K
5000K
5700K

130lm/W
(±3lm/W)

40W

75W

100W

100-277VAC 70FK-STL75-XXXX-XPS

FK-STL100-XXXX-XPS

FK-STL40-XXXX-XPS

9,750lm

13,000lm

5,200lm Type I-S
Type Ⅱ-M
Type Ⅲ-S
Type Ⅲ-M
Type Ⅳ-M
Type Ⅴ-M

Tiandian 3030 CE Listed 
Chinese Driver

Side Mounting Pendant Mounting




